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DUCTILE IRON EPOXY PRESSURE RELIFT VALVE PN16

Model: 500X-16Q
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STANDARD MATERIALS OF MAIN PARTS
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BODY DUCTILE IRON STEM STAINLESS STEEL
2 SEAT BRASS 10 SPRING STAINLESS STEEL
3 PLATEN CARBON STEEL 11 PRESSURE RELIEF VALVE BRASS
4 SEAL EPDM 12 BONNET DUCTILE IRON
5 DISC DUCTILE IRON 13 BOLTS STAINLESS STEEL
6 DIAPHRAGM EPDM 14 NEEDLE BRASS
7 PLATEN CARBON STEEL 15 PRESSURE GAUGE WITH OUT
8 NUT STAINLESS STEEL 16 GLOBE VALVE BRASS

SPECIFICATION STANDARDS “-n-nmn

Design according to: Manufacture standard DN50 4-¢19

Flange end standard: DIN PN16 ( BS4504 PN16) DN65 230 180 145 130 4-319 17
Inspection and testing standard: API 598 DN8O PR, 195 160 135 8-919 18
Nominal pressure: 1.6 MPa DN100 285 212 180 153 8-@19 18
Test pressure shell: 2.4 MPa DN125 324 245 210 183 8-¢19 18
Test pressure seal: 1.76 MPa DN150 365 278 240 205 8-@23 20
Working temprature: Max 80°C DN200 425 335 295 260 12-@23 25

Applicable medium: Water

The contents of this literature are for informative purposes only. Arita is not responsible for suitability or compatibility of these products in relation to system requirement.
For specific requirements, consult Arita or its distributors. Arita reserves the right to change or modify product design without prior notice.
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